


Legendary Durability
Coleman® LX Series Air Conditioning Systems are built with time-tested craftsmanship. Engineered to exceed 
even our legendary standards for consistent comfort and rugged reliability, these units use proven technology that can 
withstand the toughest conditions. That’s why our dependable Coleman® Air Conditioners feature stronger warranties  
than ever before – ensuring comfort that lasts, year after year. 

With reliability-enhancing features including long-lasting powder-coat paint and a tube-in-fin evaporator coil with  
copper tubing, 13 SEER Coleman® LX Series TF3 Split System Air Conditioners are well suited for climates in Canada  
and the northern regions of the United States. Our extreme, accelerated testing and extensive field trials further 
demonstrate our commitment to making LX Series Air Conditioners the durable, low-maintenance solution that lives  
up to the Coleman® HVAC name.

* Adapter fitting required for 1-1/8” lineset. 

† Actual SEER may vary depending on       
   tonnage and matched indoor component. 

Verify the actual ratings for each specific matchup in the online AHRI directory at www.AHRIDirectory.org  
at the time of sale. It is also recommended to print the rating certificate, if needed, at time of sale.

Coleman® LX Series Air Conditioning Systems are designed, 
engineered and assembled in the United States, where we closely 
monitor and improve processes that directly affect quality. It’s 
this commitment to excellence that allows us to offer outstanding 
warranties, meet the highest industry standards and deliver 

energy-saving comfort that lasts a lifetime. That’s why, when it comes to home 
comfort, you can rely on the legendary quality of Coleman® HVAC.

1-year labor limited warranty: If your LX Series unit is delivered 
and does not function, repairs and labor time performed are 
covered at no charge.

10-year compressor/other parts limited warranties do not apply 
to R-22 models, 3-phase models or internet sales. Please see 
Limited Warranty certificate in User’s Manual for details.
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Extended 10-year parts limited warranty requires online 
registration within 90 days of installation. Otherwise the parts 
warranty reverts to the standard 5-year parts limited warranty.

MODEL TONS SEER†
COOLING  

BTUH VOLTAGE
LIQUID LINE 

(INCHES)
SUCTION LINE 

(VOLTAGE)

     DIMENSIONS (INCHES) APPROXIMATE 
OPERATING

WEIGHT (LBS.)H W D

(TF3) 13 SEER SINGLE-STAGE SINGLE-PHASE AIR CONDITIONERS W/R-410A

TF3B1821S 1.5 13 18 208/230V  3/8  3/4 33-1/4 24 24 118

TF3B2421S 2 13 24 208/230V  3/8  3/4 33-1/4 24 24 118

TF3B3021S 2.5 13 30 208/230V  3/8  3/4 36-1/4 29-1/4 29-1/4 149

TF3B3621S 3 13 36 208/230V  3/8  3/4 36-1/4 29-1/4 29-1/4 155

TF3B4221S 3.5 13 42 208/230V  3/8  7/8 33-1/4 35-1/4 31-3/4 184

TF3B4821S 4 13 48 208/230V  3/8  7/8 36-1/4 35-1/4 31-3/4 210

TF3B6021S 5 13 60 208/230V  3/8 1-1/8* 39-1/2 38 34-1/4 216
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Optimized for 13 SEER Regional Minimum Efficiency 
in the Northern USA and Canada


