
TrueDRY™ DR65/DR90/DR120
Ventilating Dehumidification System

SPECIFICATION DATA

33-00207-01

DR65 Specifications
Part Number: DR65A2000

Blower: 160 CFM @ 0.0 in. WG 
 100 CFM @ 0.6 in. WG

Supply Voltage: 120 VAC; 60 Hz.

Amps: 5.2 A

Power transformer 
to R/C terminals: 24 VAC, 0.85A

Energy  2.22 liters (4.7 pints) per 
performance: kilowatt hour (KWH) Energy 

Refrigerant: R-410A

Operating Temp Range 
(outside cabinet): 34 – 135 ºF (1.1 – 57.2 ºC)

Coverage: Up to 1800 sq. ft.

Duct Connections: 8 in. Round Inlet 
 8 in. Round Outlet 
 (ABS Plastic)

Filter Efficiency: Standard MERV-11

Drain Connection: 3/4 in. threaded female NPT, 
 with attached 3/4 in. threaded 
 male NPT

Dimensions (See Fig. 1):  
Width: 12 in.  
Height: 12 in. 
Length: 28-1/2 in. (with collars) 
Weight: 55 lbs (25 Kg)

Shipping Specs   
Width: 15-1/2 in.  
Height: 17-1/4 in. 
Length: 31-1/2 in. 
Weight: 65 lbs (30 Kg)

Optional Parts  
Replacement Filter   50049537-005 
Motorized Ventilation Damper EARD6TZ 
Bypass Damper   CPRD8/U 
Compressor Relay, 24 VAC, 30 A 50049537-002 
Compressor Run Capacitor 50049537-003 
8” Duct Collar   50049537-004 
Fan Assembly   50049537-006 
Capacitor - Fan   50070204-001 
Fan Relay, SPDT, 24 VAC, 15A 50035445-011 
Transformer 120/24 VAC, 40 VA 50035445-013 
Defrost Thermostat   50070204-002

ETL Listed. Energy Star Rated. Conforms to UL 
standard 60335-2-40.

For more information call 1-800-468-1502 or visit 
our website at customer.honeywell.com.
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Fig. 1. DR65 Dimensions in inches (mm).

Fig. 2. DR65 Capacity.

Fig. 3. DR65 Power.
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DR90 Specifications

Part Number: DR90A2000

Blower: 262 CFM @ 0.0 in. WG 
 106 CFM @ 0.6 in. WG

Supply Voltage: 120 VAC; 60 Hz.

Amps: 5.9 A

Power transformer 
to R/C terminals: 24 VAC, 0.85A

Energy  2.9 liters (6.1 pints) per 
performance: kilowatt hour (KWH) Energy 
Refrigerant: R-410A

Operating Temp Range 
(outside cabinet): 34 – 135 ºF (1.1 – 57.2 ºC)

Coverage: Up to 2800 sq. ft.

Duct Connections: 6 in. Supply Inlet 
 10 in. Round Inlet 
 10 in. Round Outlet 
 (ABS Plastic)

Filter Efficiency: Standard MERV-11

Drain Connection: 3/4 in. threaded female NPT, 
 with attached 3/4 in. threaded 
 male NPT

Dimensions (See Fig. 4):  
Width: 14-3/8 in.  
Height: 19-3/8 in. 
Length: 25-13/16 in. (without collars) 
 32-3/16 in. (with collars) 
Weight: 82 lbs (37.2 Kg)

Shipping Specs   
Width: 18-1/2 in.  
Height: 21-1/2 in. 
Length: 40 in. 
Weight: 93 lbs (42.2 Kg)

Optional Parts  
Replacement Filter      50070171-002 
Motorized Ventilation Damper    EARD6TZ 
Bypass Damper      CPRD10 
Compressor Relay, 24 VAC, 30 A    50035445-014 
Compressor Run Capacitor     50070171-001 
10” Duct Collar      50049536-005 
Fan Assembly      50049537-006/ 
      DR90XFAN1 
Capacitor - Fan      50070204-001/ 
      DR90XCFA1 
Fan Relay, SPDT, 24 VAC, 15A    50035445-011 
Transformer 120/24 VAC, 40 VA    50035445-013 
Defrost Thermostat      50070204-002

ETL Listed. Energy Star Rated. Conforms to UL 
standard 60335-2-40.

For more information call 1-800-468-1502 or visit 
our website at customer.honeywell.com.
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Fig. 4. DR90 Dimensions in inches (mm).
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Fig. 6. DR90 Power.
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DR120 Specifications

Part Number: DR120A2000

Blower: 350 CFM @ 0.0 in. WG 
 210 CFM @ 0.4 in. WG

Supply Voltage: 120 VAC; 60 Hz.

Amps: 7.3 A

Power transformer 
to R/C terminals: 24 VAC, 0.85A

Energy  2.9 liters (6.1 pints) per 
performance: kilowatt hour (KWH)

Refrigerant: R-410A

Operating Temp Range 
(outside cabinet): 34 – 135 ºF (1.1 – 57.2 ºC)

Coverage: Up to 3500 sq. ft.

Duct Connections: 6 in. Supply Inlet 
 10 in. Round Inlet 
 10 in. Round Outlet 
 (ABS Plastic)

Filter Efficiency: Standard MERV-11

Drain Connection: 3/4 in. threaded female NPT, 
 with attached 3/4 in. threaded 
 male NPT

Dimensions (See Fig. 7):  
Width: 14-3/8 in.  
Height: 21-3/16 in. 
Length: 25-13/16 in. (without collars) 
 32-3/16 in. (with collars) 
Weight: 90 lbs (40.8 Kg)

Shipping Specs   
Width: 18-1/2 in.  
Height: 23-1/2 in. 
Length: 40 in. 
Weight: 101 lbs (45.8 Kg)

Optional Parts  
Replacement Filter   50070171-002 
Motorized Ventilation Damper EARD6TZ 
10” Backdraft Damper   SPRD10 
Compressor Relay, 24 VAC, 30 A 50035445-014 
Compressor Run Capacitor  50070205-001/ 
   DR120XCRC1 
10” Duct Collar   50049536-005 
Fan Assembly   50070205-002 
Capacitor - Fan   50070205-003 
Fan Relay, SPDT, 24 VAC, 15A 50035445-011 
Transformer 120/24 VAC, 40 VA 50035445-013 
Defrost Thermostat   50070204-002 
Leveling Foot   50035445-019

ETL Listed. Energy Star Rated. Conforms to UL 
Std. 474.

For more information call 1-800-468-1502 or visit 
our website at customer.honeywell.com.
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Fig. 7. DR120 Dimensions in inches (mm).
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