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GG Series — Low Profile Unit Heater
RESIDENTIAL AND  
COMMERCIAL CERTIFICATIONS
The Sterling GG Series unit  
heater conforms with the latest  
ETL certification standards. Design  
certified under ANSI Z83.8 for  
Industrial/Commercial use and  
Residential use as a utility heater, make 
this low profile unit heater the ideal 
selection.

STANDARD FEATURES

OPTIONAL FEATURES

Unit Number Description
Digit	 G	 X	 X	 X	 —	 1	 2	 3	 4	 5	 6	 7	 8	 9	 10	 11	 12	 13	 14	 15	 +

Item		 Prefix		  UT			   CA		  FT	 FM	 GT	 AL	 GC	 SV	 MT	 DL		  AS

	 (Internal use Only)

1, 2 - Unit Type [UT]
GG - Residential Low Profile Tubular Propeller
Note: Field conversion to Separated Combustion requires a Combustion Air Inlet Kit.  
See Accessory Options X7-4 and X7-5 for proper unit selection.

3, 4, 5 - Capacity [CA]
030 - 30,000 BTU/HR		
045 - 45,000 BTU/HR			 
060 - 60,000 BTU/HR			 
075 - 75,000 BTU/HR			 
090 - 90,000 BTU/HR			 
105 - 105,000 BTU/HR			 
120 - 120,000 BTU/HR		

6 - Furnace Type [FT]
A - Right Hand Access

7 - Furnace Material [FM]*
1 - Standard (Aluminized) Steel
2 - 409 Stainless Steel
*Heat exchanger tube material only. 

8 - Gas Type [GT]
N - Natural Gas
P - Propane (LP) Gas

9 - Altitude [AL]
S - 0–4,999 feet
T - 5,000–11,999 feet
Note: Installations over 2,000 feet require gas input deration in the field.  
Refer to unit installation instructions.

10 - Gas Control [GC]
A - Single Stage (Standard)
B - Two Stage (Capacities [CA] 060 through 120 only) 

11 - Supply Voltage [SV]
1 - 115/1/60	 5 - 230/3/60
2 - 208/1/60	 6 - 460/3/60
3 - 230/1/60	 7 - 575/3/60
4 - 208/3/60	 Z - Special
Note: Supply Voltage [SV] 2-7 include field mounted step down transformer.

12 - Motor Type [MT]
1 - Open Drip Proof (Standard)
2 - Totally Enclosed (Capacities [CA] 060 through 120 only)

13 - Development Level [DL]
C - Production Onset

14, 15+ - Accessories [AS]

FACTORY INSTALLED
S3 - Stainless Steel Flue Collector
Z1 - Special 
All Field Installed Accessories are to be entered as a separate line item  
using catalog number which places “AS” as a prefix. i.e: G3 becomes AS-G3.

FIELD INSTALLED (AS-____ )
A7 - High Pressure Regulator
      A7 - 1/2-1 Regulator for 0.5-10 PSI
      A7 - 3/8-1 Regulator for 10-20 PSI
      A7 - 5/16-1 Regulator for 20-35 PSI

G1 - 1-Stage T87K Mercury Free Thermostat w/Subbase Kit
G2 - 1-Stage T87K  Mercury Free Thermostat w/TG511A Guard Kit
G3 - 1-Stage T834N Mercury Free Thermostat/Fan Switch
G5 - 2-Stage TH5220D Mercury Free Thermostat w/Subbase
G6 - Locking Thermostat Cover
G9 - 1-Stage T822K Mercury Free Thermostat
GW - WiFi Thermostat TH8321WF1001/U

P5 - 24V SPST Relay-Specify Purpose

T1 - Quick Swivel Mounting Bracket

VC-4 - 4 inch Vent Cap

X2 - 30 Degree Downturn Nozzle	 X7-4 - Combustion Air Inlet Kit (Capacities [CA] 030-075)
X3 - 60 Degree Downturn Nozzle	 X7-5 - Combustion Air Inlet Kit (Capacities [CA] 090-120)
X4 - 90 Degree Downturn Nozzle

•	 82+% Thermal 
Efficiency

•	 Redundant  
Single-Stage  
Gas Valve

•	 Residential  
Certification

•	 120/24V Control  
Transformer

•	 OSHA Fan Guard

•	 115/1/60  
Fan Motor with 
Internal Overload 
Protection

•	 Direct Spark  
Ignition

•	 20-Gauge Cabinet 
with Baked 
Enamel Finish

•	 10 Year Heat  
Exchanger  
Warranty

•	� Right Hand 
Control Access - 
Field Convertible 
to Left Hand

•	 High Limit Switch

•	 Air Pressure 
Switch

•	 Natural or  
Propane Gas

•	 Gas Conversion 
Kit Included

•	 Field Convertible  
to Separated  
Combustion

•	 Easy Access  
Control Panel

•	 321 Stainless 
Steel Burner Box

•	 20-Gauge 
Aluminized  
Heat Exchanger

•	 Power Vented

•	 409 Stainless 
Steel Heat 
Exchanger

•	 Two-Stage Gas  
Control (Sizes  
60-120 Only)

•	 Stainless Steel  
Flue Collector

•	 Supply Voltage  
(Field Mounted  
Transformers):

	  —  208/1/60     
	  —  230/1/60     
     —  208/3/60        	

 —  230/3/60     
	  —  460/3/60     
	  —  575/3/60

•	 Vent Caps

•	 Totally Enclosed 
Motors (Sizes  
60-120 Only)

•	 Pressure 
Regulator  
(1/2 – 35 psi)

•	 Single & Two-Stage 
Mercury Free 
Thermostats

•	 Locking 
Thermostat Cover

•	 24V SPST Relay

•	 Combustion Air 
Inlet Kits (For 
All Separated 
Combustion  
Installations)
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GG Series — Low Profile Unit Heater 
Performance and Dimensional Data
	 UNIT CAPACITY (MBH)	 30	 45	 60	 75	 90	 105	 120
	 PERFORMANCE DATA†
	 Input - BTU/Hr	 30,000	 45,000	 60,000	 75,000	 90,000	 105,000	 120,000
	              (kW)	 (8.8)	 (13.2)	 (17.6)	 (22.0)	 (26.4)	 (30.8)	 (35.2)
	 Output - BTU/Hr	 24,900	 37,350	 49,800	 61,500	 73,800	 86,100	 98,400
	                 (kW)	 (7.2)	 (10.9)	 (14.5)	 (18.0)	 (21.6)	 (25.2)	 (28.8)
	 Thermal Efficiency - %	 83	 83	 83	 82	 82	 82	 82
	 Free Air Delivery - CFM	 370	 550	 740	 920	 1,100	 1,300	 1,475
	                                  (cu. m/s)	 (.175)	 (.260)	 (.349)	 (.434)	 (.519)	 (.614)	 (.696)
	 Air Temperature Rise - °F	 60	 60	 60	 60	 60	 60	 60
	                                           (°C)	 (33)	 (33)	 (33)	 (33)	 (33)	 (33)	 (33)
	 Full Load Amps at 120V	 3.2	 3.2	 4.1	 4.1	 6.4	 6.4	 6.4
	 Minimum Circuit Ampacity at 120V	 3.7	 3.7	 4.8	 4.8	 7.5	 7.5	 7.5
	 MOTOR DATA: 	 Motor HP	 1/20	 1/20	 1/12	 1/12	 1/10	 1/10	 1/10
		  Motor  (kW)	 (0.04)	 (0.04)	 (0.06)	 (0.06)	 (0.075)	 (0.075)	 (0.075)
		  Motor Type ODP††	 SP	 SP	 SP	 SP	 SP	 SP	 SP
		  RPM	 1650	 1650	 1050	 1050	 1050	 1050	 1050
		  Motor Amps @ 115V	 1.9	 1.9	 2.6	 2.6	 4.2	 4.2	 4.2
	 DIMENSIONAL DATA  - Inches (mm)
	 “A” Jacket Height	 12-3/8	 12-3/8	 15-7/8	 15-7/8	 22-5/8	 22-5/8	 22-5/8
		  (314)	 (314)	 (403)	 (403)	 (574)	 (574)	 (574)
	 “B” Overall Height	 13-1/4	 13-1/4	 16-13/16	 16-13/16	 23-9/16	 23-9/16	 23-9/16
		  (337)	 (337)	 (427)	 (427)	 (598)	 (598)	 (598)
	 “C” Overall Depth	 25-7/8	 25-7/8	 26-3/16	 26-3/16	 26-3/8	 26-3/8	 26-3/8
		  (632)	 (632)	 (665)	 (665)	 (670)	 (670)	 (670)
	 “D1” Center Line Height of Flue*	 8-1/2	 8-1/2	 10-3/8	 10-3/8	 13-5/8	 13-5/8	 13-5/8
		  (216)	 (216)	 (263)	 (263)	 (346)	 (346)	 (346)
	 “D2” Center Line Height of Air Intake	 8-1/2	 8-1/2	 8	 8	 8-5/8	 8-5/8	 8-5/8
		  (216)	 (216)	 (203)	 (203)	 (219)	 (219)	 (219)
	 “E” Fan Diameter	 10	 10	 14	 14	 16	 16	 16
		  (254)	 (254)	 (356)	 (356)	 (406)	 (406)	 (406)
	 “F” Discharge Opening Height	 10-13/16	 10-13/16	 14-7/16	 14-7/16	 21-3/16	 21-3/16	 21-3/16
		  (275)	 (275)	 (367)	 (367)	 (538)	 (538)	 (538)
	 “G” Vent Connection Diameter	 4	 4	 4	 4	 4	 4	 4
		  (102)	 (102)	 (102)	 (102)	 (102)	 (102)	 (102)
	 “H1” Center Line of Flue Connection From Side	 7-1/4	 7-1/4	 7-1/4	 7-1/4	 7-3/4	 7-3/4	 7-1/4
		  (184)	 (184)	 (184)	 (184)	 (197)	 (197)	 (184)
	 “H2” Center Line of Air Intake From Side	 2-3/4	 2-3/4	 2-3/4	 2-3/4	 3-1/2	 3-1/2	 3-1/2
		  (70)	 (70)	 (70)	 (70)	 (89)	 (89)	 (89)
	 VENT SIZE REQUIREMENTS - STANDARD COMBUSTION
	      Category III Horizontal - Inches (mm)	 4	 4	 4	 4	 4	 4	 4
		  (102)	 (102)	 (102)	 (102)	 (102)	 (102)	 (102)
	      Category I & III Vertical - Inches (mm)	 4	 4	 4	 4	 4	 4	 4
		  (102)	 (102)	 (102)	 (102)	 (102)	 (102)	 (102)
	 VENT SIZE REQUIRMENTS - SEPARATED COMBUSTION
	      Exhaust Diameter** - Inches (mm)	 4	 4	 4	 4	 5	 5	 5
		  (102)	 (102)	 (102)	 (102)	 (127)	 (127)	 (127)
	      Intake Air Diameter - Inches (mm)	 4	 4	 4	 4	 5	 5	 5
		  (102)	 (102)	 (102)	 (102)	 (127)	 (127)	 (127)
	 Unit Weight - Lbs	 60	 65	 80	 85	 95	 105	 110
	                         (kgs)	 (27)	 (29)	 (36)	 (39)	 (43)	 (48)	 (50)
	 Shipping Weight - Lbs	 70	 75	 90	 95	 110	 115	 120
	                                  (kgs)	 (32)	 (34)	 (41)	 (43)	 (50)	 (52)	 (54)

*For all installations, the flue collar is included with the unit and should be field installed per the instructions included with the unit.

**4-5 inch reducer supplied where required.

†	 Ratings shown are for unit installations at elevations between 0 and 2,000 feet (0 to 610m). For unit installations in USA above 2,000 feet (610m), the unit input must be field derated 4% for each 
1,000 feet (305m) above sea level; refer to local codes, or in absence of local codes, refer to the latest edition of the National Fuel Gas Code, ANSI Standard Z223.1  
(NFPA No. 54).

	 For installations in Canada, any reference to deration at altitudes in excess of 2,000 feet (610m) are to be ignored. At altitudes of 2,000 feet to 4,500 feet (610 to 1372m), the unit must be field 
derated and be so marked in accordance with the ETL certification. See unit installation, operation and maintenance manual for deration information.

†† LEGEND:     ODP = OPEN DRIP PROOF     SP = SHADED POLE
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GG Series — Low Profile Unit Heater 
Dimensional Data

DIMENSIONS .XXX STANDARD UNITS
DIMENSIONS IN PARENTHESIS (XXX) MILLIMETERS


